
 litres (US gal)

: l/hr (US gal/hr)

 RPM

 : l/hr (US gal/hr)

Heavy Duty Fabricated Steel

EMCP 4.1

Standby*Prime*

* Refer to ratings definitions on page 4.
Ratings at        power factor.

EU stage IIIA emissions compliant.

Image shown may not reflect actual package

3 Pole MCB

219 (57.9)

10.6 (2.8) -

1500 -

11.8 (3.1) -

R1935L4

50.0 kVA

40.0 kW

-

-

45.0 kVA

36.0 kW

-

-

400/230 V, 50 Hz

0.8



  m³/min (cfm)

 kPa (in H2O)

  m³/min (cfm)

 Pa (in H2O)

 kg m² (lb. in²)

 l (cu.in)

 kg (lb) 

: mm (in)

 kW

 kPa (psi)

 kW (hp)
 RPM

 (US gal):

 l (US gal):

50 Hz

60 Hz

(based on diesel fuel with a specific gravity of 0.85 and conforming to 
BS2869, Class A2)

 l/hr (US gal/hr)

50 Hz

60 Hz

 dB

 kPa (in Hg)

 kPa (in. Hg)

  m³/min (cfm)

 °C (°F)

  l (US gal)

 kW (Btu/min)

kW (Btu/min)
Heat radiated from engine and alternator

 kW (hp)

Cooling system designed to operate in ambient conditions up to 50°C 
(122°F). Contact your local Cat dealer for power ratings at specific site 
conditions.

Class A2 Diesel or BSEN590

5.0 (20.1)

62.4 (2204)

Replaceable Element

-3.1 (109)

-2.9 (102)

-

-125 (0.5)

-

1.14 (3896)

18.23:1

3.3 (201.4)

105.0 (4.1)/127.0 (5.0)

12/Negative

65
341 (752)

348 (767)

Caterpillar

C3.3
3 / In Line

4 Stroke

Turbocharged

-0.0
1016.0 (147.4) -

-1127.0 (163.5)

-41.9 (56.0)
46.5 (62.0) -

-1500

Spin-On, Full Flow

8.3 (2.2)
7.8 (2.1)

API CG4 / CH4 15W-40

Water

5.7 (1.5)
----

8.0 (2.1)10.6 (2.8)11.8 (3.1)

Replaceable Element

6.2 (1.6)8.8 (2.3)11.8 (3.1)
---

EXSY1 (1)

-1.14 (0.337)

-15

-12.0 (3.5)

-7.7 (272)

-7.0 (247)

-660 (1220)

-610 (1130)

Industrial

29.0 (1649)

-

-10.2 (2.7)
Centrifugal

-

-26.4 (1501)

13.9 (790)

12.2 (694)

1.0 (1.3)

Water

Mechanical

ISO 8528 G2



Frame  RPM

-50 Hz:

-60 Hz:

Suppression is in line with European 
Standard EN61000-6

50 50 50

3.170 3.410 3.780

0.290 0.310 0.340

0.122 0.131 0.145

415/240V 400/230V 380/220V

300 300 300

R1935L4

1

H

2/3 - M0

12

IP23

SHUNT

Mark V -

5.4 (307)

2.0%

2.0%

50

+/- 0.5%

2250



kg (lb) mm (in)

A full set of operation and maintenance manuals and circuit wiring 
diagrams.

The equipment meets the following standards: 

www.Cat-ElectricPower.com

© 201  Caterpillar 
All rights reserved. 

Materials and specifications are subject to change without notice.
The International System of Uniyts (SI) is used in this publication.

CAT, CATERPILLAR, their respective logos, "Caterpillar Yellow," the
"Power Edge" trade dress, as well as corporate and product 

identity used herein, are trademarks of Caterpillar and may not be
used without permission.

General configuration not to be used
for installation. See general dimension
drawings for detail.

39.949.9

40.050.0

40.050.0

36.045.0

45.0 36.0

380/220V

415/240V

400/230V

36.045.0

1094 (2413)

909 (2004)

896 (1975)

1361 (53.6)

1120 (44.1)

1925 (75.8)

Output available with varying load for an unlimited time. Average 
power output is 70% of the prime power rating. Typical peak 
demand is 100% of prime rated ekW with 10% overload capability 
for emergency use for a maximum of 1 hour in 12. 
Overload operation cannot exceed 25 hours per year.

.

Note: Standard reference conditions 25°C (77°F) air inlet temp,
100m (328ft) A.S.L. 30% relative humidity. Fuel consumption data
at full load with diesel fuel with specific gravity of 0.85 and
conforming to BS2869: 1998, Class A2.

C3.3PGBI, C3.3PGBT  

Gen. Arr. Number:  

LEH  (0 / ) 




